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properties (Richards and Murakawa), 
791 (R). 
Report of Committee B-2, 145. 
Report of Committee B-5, 153. 
wire 
Report of Committee B-1, 138. 
Copper Alloys 
hardness conversion (Richards and Smith). 
Report of Committee B-5 (appendix), 161. 
Corrosion 
atmospheric exposure 
hardware 
Report of Subcommittee XVI, Commit- 
tee A-5, 130. 
hardware 
Report of Committee A-5, 96. 
iron-chromium, iron-chromium-nickel, and 
related alloys. Report of Committee A-10, 
135. 
— of Advisory Committee on Corrosion, 
Report of Committee B-3, 147. 
Report of Committee B-6, 170. 
Report of Subcommittee XV, Committee 
A-5, 99. 
steel 
Report of Committee A-5, 96. 
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Corrosion Resisting 


iron-chromium, iron-chromium-nickel and 
= alloys. Report of Committee A-10, 
135. 
Creep 
compressive-creep behavior 
at elevated temperatures (Carlson and 
Bodine), 898 (R). Disc., 905. 
concrete 
a loading system (Best, Pirtz, and Polivka). 
Published in ASTM Buttetin, No. 224, 
Sept., 44 (TP164). 
dynamic 
strain rate effects (Vitovec), 977 (R). 
plastics 
glass-reinforced (Goldfein). Published in " 


ASTM BuLtetin, No. 225, Oct., 29 
(TP179). (R). 


Creep-Rupture 
combination test specimen (Manjoine). Pub- 
lished in ASTM Buttetin, No. 222, May, 

36 (TP104). . 4 


killed carbon steel 
constant-stress tests (Randall), 854. Disc., 


4 


D 
Defense Standardization Program 
Published in ASTM Buttetin, No. 224, 
Sept., 21. 
Detergents 
Report of Committee D-12, 357. 4 
Die Casting 
Report of Committee B-6, 170. 
District Activities. Published in ASTM BUuLLE- 
TIN, No. 219, Jan., 20; No. 220, Feb., 17; 
No. 221, April, 30; No. 222, May, 11; No. 
223, July, 41; No. 224, Sept., 14; No. 225, Sj 
Oct., 18; No. 226, Dec., 16. 
Report of Administrative Committee on Dis- 
trict Activities, 79. 
Summary of Proceedings, 42. 
Drain Tile 
ASTM Specifications (Miller). Published in © 
ASTM Buttetin, No. 221, April, 
E 
Elastic Modulus d 
at elevated temperatures 
nickel-base, aluminum-base, metal-metal 
oxide (Wilde and Grant), 917, Disc., 926. ; 
Electrical Insulating Materials 
recommendations affecting standards. Report a 
of Committee D-9 (appendix), 346. 
Report of Committee D-9, 341. 
Report of Committee D-20, 404. 
Electrical Resistivity 
and thermoelectric potential of rhenium metal _ 
(Gaines and Sims), 759 (R). Disc., 769. ay 
Electrical Testing 
Report of Committee D-9, 341. ‘ 
Electrodeposited Coatings 
Report of Committee B-8, 201. a 


supplementary coatings 
Report of Committee B-8, 201. 
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Electrodeposited Coatings (continued) 
zinc 
performance of chromate films (Katz, 
Proctor, and Nagley). Report of Com- 
mittee B-8 (appendix), 203. 
Electrodeposited Metallic Coatings 
chromate supplementary films on zinc coat- 
ings (Katz, Proctor, Nagley), 203. 
Electrolytic Polishing 
for macro and micrographic examination of 
metallic specimens (Jacquet), 1290. Disc., 
1303. 
Electron Metallography 
two-stage preshadowed carbon positive replica 
method. Report of Committee E-4 (ap- 
pendix), 536. 
Electron Microstructure 
bainite, pearlite and tempered martensite in 
AISI 4140 steel. Report of Committee k-4 
(appendix), 475. 
Electron Tube Materials 
Report of Committee F-1, 561. 
Elevated Temperature 
austenitic superheater materials 
embrittling tendencies (Hoke, 
Wylie), 821. Disc., 832. 
compressive-creep behavior 
Bodine), 898 (R). Disc., 905. 
ductile iron 
composition effect on properties (Schelleng 
and Eash), 929 (R). Disc., 945. 
dynamic elastic modulus 
for nickel-base, aluminum-base, and metal- 
metal oxide alloys (Wilde and Grant), 
917. Disc., 926. 
Report of Committee A-3, 93. 
tensile and creep properties of 
(Pugh), 906. Disc., 916. 
Emission Spectroscopy 
Report of Committee E-2, 432. 
Enamel 
Report of Committee C-22, 286. 
End-Use Products 
Report of Administrative Comm. on End-Use 
Products, 77. 
Engine Antifreezes 
Report of Committee D-15, 374. 
Evaporative Industry 
Report of Committee D-19, 396. 
Expanding Technology and ‘ASTM 
(Schatzel). (President’s Address). Published 
in ASTM Bu ttetr, No. 223, July, 53. 
Explosion Impulse 
effects on solids 
recording method (Bron, Zadwick, and 
Tarr). Published in ASTM Bw 
No. 220, Feb., 50 (TP38). 
Exposure Tests 
SC84A aluminum bars with zinc content 
Report of Committee B-6 (appendix), 174. 


F 


Eberle, and 


(Carlson and 


tungsten 


Fatigue 
AISI 347 stainless steel 
cyclic strain (Baldwin, Sokol, “ait Coffin), 
567 (R). Disc., 581. 
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behavior of decarburized steel (Lipsitt and 
Horne), 587 (R). Disc. -» 600 
cracking of notch specimens (Hunter an 
_ Fricke, Jr.), 643 (R). Disc., 653. 
fretting 
titanium alloy RC 130B (Liu, Corten, an 
Sinclair), 623 (R). Disc., 642. 
full size tests 
determination of dynamic loading (Serense; 
and Garf)—Summary of Proceedings ¢ 
STP 216, 698. 
high-strength ’steels 
axial load properties (Muvdi, Sachs, and 
Klier), 655. 
large testing machines 
Symposium. Summary of Proceedings of 
STP 216, 698: 
airframe structural components (Foster 
a unique machine (Cordiano). 
determination of dynamic 
(Serensen and Garf). 
fretting corrosion of large shafts as ir 
fluenced by surface treatments (Horger 
and Neifert). 
introduction (Lessells). 
laboratory and service tests of marine 
shafting (Bunyan). 
large alloy steel shafts (Eaton). 
propulsion shafting design of U. S. Navy 
ships (Michel). 
sudden fracture of machine parts and 
structure elements (Uzhik, Galperin, 
and Zooykova). 
torsion testing of axle shafts (Eckert). 
of steel stressed in torsion (Hendrickson). 
Published in ASTM Buttetin, No. 224, 
Sept., 40 (TP160). 
Report of Committee E-9, 556. 
steel 
effect of grinding conditions and residual 
stresses (Tarasov, Hyler, and Letner), 
601. Disc., 619. 
effect of hydrogen (Scheven, Sachs, and 
Tong), 682. 
relation between direct-stress and bending 
fatigue (Sachs and Scheven), 667 (R). 
sudden fracture of machine parts and struc- 
ture elements (Uzhik, Galperin, and Zooy- 
kova)—Summary of Proceedings of STP 
216, 698. 
Ferro- Alloys 
Report of Committee A-9, 134. 
Fiber Identification 
brush-knot composition 
optical methods (Fullam and Hallgren). 
Published in ASTM Buttettn, No. 224, 
Sept., 51 (TP171). 
Films 
elastic modulus measurement (Olson and 
Vanas). Published in ASTM BU 
No, 219, Jan., 34 (TP6). 
Filter Block Clay 
Report of Committee C-15, 272. 
Finances 
auditor’s report, 53. 
Fireclay Brick 
Report of Committee C-8, 253. . 
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Flexural Strength 
concrete 
variations in testing procedures (Walker 
and Bloem), 1122 (R). Disc., 1140. 
concrete beams (Otto), 1154. Disc., 1168. 
Floor Polishes 
Report of Committee D-21, 413. 
Floor Wax 
Report of Committee D-21, 413. 
Flue Lining 
Report of Committee C-15, 272. 
Forest Products 
integration in the manufacture (Northwest) 
(Schrader, Jr.). Published in ASTM But- 
LETIN, No. 219, Jan., 25. 
Forgeability 
evaluation of tests (Draper). Published in 
ASTM Buttetin, No. 223, July, 62 
(TP128). (R). 
Fuels 
gasoline 
Report of Committee D-2, 301. 
See Oils 
See Petroleum 
Furnaces 
oil-fired 
analysis of deposits (McCoy). Published 
in ASTM But tetin, No. 221, April, 59 
(TP67). 


G 


Gardner-Holdt Viscosity Tubes 
Report of Subcommittee IX, Committee D-1 
(appendix) (Holt), 297. 
Gases in Metals 
Symposium on Determination of Gases in 
Metals. Summary of Proceedings of STP 
222, 987: 
application of vacuum fusion to gas-metal 
studies (Guldner and Beach). 
introduction (Fowler). 
oxygen determinations 
bromination-carbon reduction method 
(Codell, Norwitz, and Kallman). 
emission spectrometric determination 
(Fassell, Gordon, and Tabeling). 
using a platinum bath and capillary 
trap (Smiley). 
two apparati for gas determination (Guern- 
sey and Franklin). 
Glass 
Report of Committee C-14, 271. 
Glass-Cloth Laminates 
thermal-shock testing (Beno, Dowell, and 
Smith). Published in ASTM BuLttetin, 


No. 225, Oct., 25 (TP175). Disc., 28 


(TP178). 
Gloss 
Report of Committee E-12, 558. 
Granite 
structural 
proposed specification 
Report of Committee C-18 (appendix), 


278. 


INDEX 


Graphite Electrodes ans 

sizes and shapes 

Report of Subcommittee IV, Committee E-2. 
(appendix), 439. 

Grout, Chemical 

development (Karol), 1219. Disc., 1229. 
Gypsum 

Report of Committee C-11, 262. 


H 


Hardness 
Report of Committee E-1, 424. 
Heat Treat Response 
precipitation-hardening titanium alloys 
effect of cerium (Hiltz, Jr. and Grant), 808 
(R). 
Heating Alloys 
Report of Committee B-4, 149. 
High Temperature 
alloys 
thermal shock resistance (Muscatell, Rey- 
— Dyrkacz, and Dalheim), 947. Disc., 
963. 
microhardness testing (Westbrook), 873 (R). 
Disc., 896. 
Highway Materials 
Report of Committee D-4, 322. 
Honorary Membership Awards 
Summary of Proceedings of Sixtieth Annual 


Meeting, 47. 
Ice Adhesion 


test method (Lacks, Quatinetz, and Frei- © 
berger). Published in ASTM Buttetin, No. © 
224, Sept., 48 (TP168). 
Impact 
Charpy V-notch 


laminated specimen for testing sheet metal 
(Arnold), 1273. 
Industrial Firsts in U. S. A. 
the Rittenhouse paper mill. Published in 
ASTM Buttetin, No. 221, April, 44. 
Industrial Wastes 
Report on Committee D-19, 396. 
Insulating Materials 
Report of Committee D-9, 341. 
Report of Committee D-20, 404. 
thermal stability of varnished fabric 
development of test methods (Report of — 
Committee D-9). Published in ASTM 
Buttetin, No. 221, April, 74. 
wire and cable 
Report of Committee D-11, 349. 
See Insulating Oils 
Insulating Oils 
Symposium. Summary of Proceedings of STP ~~. 
218, 1373. 
accelerated aging testing (Raab). 
evaluation of laboratory tests (McConnell). | 
general discussion. 


ant introduction (Schofield). 
et International Relations 


Report of Administrative Comm. on Stand- 
ards, 66. 
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Tron 
cast 
Report of Committee A-3, 93. 
corrosion 
Report of Committee A-5, 96. 
ductile 
composition effect on elevated temperature 
properties (Schelleng and Eash), 929 (R). 
Disc., 945. 
structure of sub-boundaries (Boswell). Report 
of Committee E-4 (appendix), 521 (R). 


L 


Laboratory Ovens 
See Ovens. 
Laminates 
foil-clad 
testing for printed circuitry (Schlabach, 
Wright, Broyer, and Rider). Published 
in ASTM Buttetin, No. 222, May, 25 
(TP93). 
Lead 
Report of Committee B-2, 145. 
Leather 
Report of Joint Committee on Leather, 422. 
Lectures 
Gillett 
molybdenum-base alloys (Herzig). Sum- 
mary of Proceedings, 12, 49 (issued as 
separate pamphlet). 
Marburg 
industrial water (Partridge). Summary of 
Proceedings, 23, 49 (issued as separate 
pamphlet). 
Light Metals 
Report of Committee B-7, 180; (appendix) 183. 
Lime 
calcium and magnesium oxides 
proposed method of test. Published in 
ASTM BuLt_etrn, No. 220, Feb., 35. 
Report of Committee C-7, 251. 
Lime Hydrates 
dolomitic 
determination of unhydrated magnesia 
(Trattner). Published in ASTM Butte- 
TIN, No. 225, Oct., 53 (TP203). 
proposed method of test for calcium and 
magnesium oxides. Published in ASTM 
BULLETIN, No. 220, Feb., 35. 


Lubricants 
Report of Committee D-2, 301. 
M 
Magnesium 


Report of Committee B-6, 170. 
Report of Committee B-7, 180. 
Masonry 
Report of Committee C-12, 264. 
Meetings 
Summary of Proceedings of Sixtieth Annual 
Meeting, 1. 
Summary of Proceedings of Philadelphia 
Spring Meeting, 33. 
Membership 
Report of Board of Director, 38. 
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Metal Cleaners 
Report of Committee D-12, 357. 


Metal Coatings 


Report of Committee A-5, 96. 
Report of Committee C-22, 286. 
See Electrodeposited Coatings 
Metal Powders 
Report of Committee B-9, 219. 
Metallography 
electron 
AISI 4140 steel. Report of Committee E-4 
(appendix), 475. 
titanium alloy with 8 per cent manganese. 
i of Committee E-4 (appendix), 
454. 


two-stage preshadowed replica method 
(Scott and Turkalo). Report of Com- 
_ mittee E-4 (appendix), 536. 
iron 
structure of sub-boundaries (Boswell). 
age of Committee E-4 (appendix) 
Report of Committee E-4, 452. 
shadowed plastic replicas (Ross and Teague). 
Report of Committee E-4 (appendix), 527. 
Mica 
Report of Committee D-9, 341. 
Microhardness 
tester (Morris and Holloway). Published in 
ASTM No. 222, May, 45 (TP113) 
testing at high temperatures (Westbrook), 
873 (R). Disc., 896. 
Microscopy 
electron 
titanium alloy with 8 per cent manganese. 
a. of Committee E-4 (appendix), 
54. 


weathering test (Twiss, Weeks, and Thomas), 
1337 (R). 
Molding Materials 
cure rate of thermosetting (Guzzetti). Pub- 
lished in ASTM Buttetin, No. 220, Feb., 
57 (TP45). (R). 
Mortar 
disintegration in brick walls (Connor and 
Okerson), 1170. Disc., 1189. 
Report of Committee C-3, 249. 
Report of Committee C-12, 264. 


N 


Naval Stores 
Report of Committee D-17, 387. 
Nickel 
Report of Committee B-2, 145. 
Nickel Alloys 
Report of Committee B-2, 145. 
spectrochemical analysis proposed method by 
powder d-c are technique. Report of Com- 
mittee E-2 (appendix), 436. 
Nondestructive Testing 
carburized case depths (Suffredini). Published 
in ASTM Buttetin, No. 223, July, 74 
(TP140). 
in nuclear energy field 
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Program of Symposium and Synopses of 
Papers. Published in ASTM BvuLtetin, 
No. 220, Feb., 6. 

Symposium. Summary of Proceedings of 

STP 223, 1371: 
(McLain). 
a nickel depth meter (Linsey and Libby). 
autoradiography of cladding (Bradley, 
McGonnagle, and Gonzales). 
bonding 
electrode potential method of testing 
(Marburger, Monaweck, and McGon- 
nagle). 
inspection test (Weaver, Goldthwaite, 
Fawcett, and Dayton). 
liquid metal (Renken and McGon- 
nagle). 
camera for slot inspection (Cocks and 
Schwartz). 
corrosion, intergranular in stainless steel 
(Robinson). 
cyclograph in inspection (McGonnagle). 
density of uranium (Scheuer and Morris) 
density-thickness gage (Taylor). 
eddy current 
capillary tubing (Plant and Manna). 
fuel element cladding (Allen, Nance, 
and Oliver). 
inspection of tubing (Allen and Oliver). 
introduction to methods (Libby). 
spacing effect (Waidelich). 
spacing in testing (Renken and Waide- 
lich). 
testing 
(Betz). 
versatility in testing (Edwards). 
fuel 
assaying (Forbes). 
enrichment of reactor element (Brad- 


zircaloy core components 


ley). 
measuring uranium AIU,Os reactor 
plates (Bradley, Leverenz, and 
McGonnagle). 


parallel-plate assemblies (Calkins, Po- 
dereskin, Price, and Ewbank, Jr.). 

helium leak detection (Pappin). 

helium leak detector for welds (Barnes, 
Smith, and Wimunc). 

introduction (McGonnagle). 

nickel thickness gage (Cook). 

penetrants for inspection of tubing 
(Oliver, Tolson, and Taboada). we 

radiation techniques (Tenney). 


radiography 
cesium-137 (Rhoten). 
inspection of nuclear components 

(Oakes). 


materials used in nuclear energy field 
(Dutli and Grimm). 
with thulium sources (Sidhu, Campos, 
and Zauberis). 
thermal testing (Monaweck and McGon- 
nagle). 
ultrasonic 
method for inspection of pipe and tub- 
ing (Oliver, McClung, and White). 
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_methods and techniques (Wenk). 
scanner (Beck). 

a testing with Lamb waves (Worlton). 
transmission tester (Ross and Leep). 
variables in zircaloy and hafnium 

(Fink). 
X-ray 
a recording photometer (Plant). 
techniques for end-weld closures 
(Sidhu). 
techniques for macro and micrographic surface 
examination of metals (Jacquet), 1290. 
Disc., 1303. 
Notch Rupture Life 
influence of notch preparation and eccentricity 
of loading (Jones, Shannon, Jr., and 
Brown, Jr.), 833 (R). Disc., 850. 
Nuclear Energy 
nondestructive testing 
Symposium. Summary of Proceedings of 
STP 223, 1371: 
(McLain). 
a nickel depth meter (Linsey and Libby). 
autoradiography of cladding (Bradley, 
McGonnagle, and Gonzales). 
bonding 
electrode potential method of test- 
ing (Marburger, Monaweck, and 
McGonnagle). 
4 inspection test (Weaver, Goldthwaite, 
Fawcett, and Dayton). 
liquid metal (Renken and McGon- 


nagle). 
camera for slot inspection (Cocks and 
Schwartz). 
corrosion, intergranular in stainless steel 
(Robinson). 


cyclograph in inspection (McGonnagle). 

density of uranium (Scheuer and Morris). 

density-thickness gage (Taylor). 

eddy current 
capillary tubing (Plant and Mannal). 

- fuel element cladding (Allen, Nance, 

Oliver). 

_ inspection of tubing (Allen and Oliver). 
introduction to methods (Libby). 
spacing effect (Waidelich). 
spacing in testing (Renken and Waide- 


lich). 
testing zircaloy core components 
(Betz). 
versatility in testing (Edwards). 
fuel 


assaying (Forbes). 
— of reactor element (Brad- 
ley). 

plates (Bradley, Leverenz, and 
McGonnagle). 

parallel-plate assemblies (Calkins, Po- 

_ dereskin, Price, and Ewbank, Jr.). 

helium leak detection (Pappin). 

helium leak detector for welds (Barnes, 
Smith, and Wimunc). 

introduction (McGonnagle). 

nickel thickness gage (Cook). 
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Nuclear Energy (continued) 
nondestructive testing (continued) 


penetrants for inspection of tubing 
(Oliver, Tolson, and Taboada). 
radiography 
cesium-137 (Rhoten). 
inspection of nuclear components 


(Oakes). 
materials used in nuclear energy field 
(Dutli and Grimm). 
with thulium sources (Sidhu, Campos, 
and Zauberis). 
thermal testing (Monaweck and McGon- 
nagle). 
ultrasonic 
method for inspection of pipe tubing 
(Oliver, McClung, and White). 
methods and techniques (Wenk). 
scanner (Beck). 
testing with Lamb waves (Worlton). 
transmission tester (Ross and Leep). 
variables in zircaloy and hafnium 
(Fink). 
X-ray 
a recording photometer (Plant). 
techniques for end-weld closures 
(Sidhu). 
Nuclear Power in a Package. Published in 
ASTM But etn, No. 224, Sept., 9 
Nuclear Reactors 
Report of Committee A-3, 93. 
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Oils: 
rust-preventive 
evaluation by controlled moisture condensa- 
tion (Roden). Published in ASTM But- 
LETIN, No. 223, July, 55 (TP121); 61 
(TP127) (appendix). 
the California story (Vesper). Published in 
ASTM Bu Ltetin, No. 220, Feb., 21. 
See Insulating Oils 
See Petroleum 
Ovens 
laboratory ovens 
gravity-convection and forced ventilation 
proposed specification. Report of Com- 
mittee E-1 (appendix), 429. 
Oxides in Lime 
testing for calcium and magnesium, proposed 
method. Published in ASTM BULLETIN, 
No. 220, Feb., 35. 
Oxychloride Magnesium 
Report of Committee C-2, 248. 


Oxygen 
Symposium on Determination of Dissolved 
Oxygen in Water. Summary of Pro- 


ceedings of STP 219, 1369: 

-a Cambridge analyzer (Grabowski). 
Hartmann and Braun recorder for boiler 
feedwater (Risiaino and Dominick). 
methods of testing in high purity water 

(Stoffer). 
_ polarographic measurement (Eckenfelder, 
and Burris). 
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the Beckman analyzer 
Tucker). 
Oxysulfate Magnesium 
Report of Committee C-2, 248. 


(Finnegan and 


P 


Paint 
automotive 
weathering tests (Twiss, 
Thomas), 1337 (R). 
laboratory ovens 
gravity-convection and forced ventilation 
Report of Committee E-1 (appendix), 
429. 
Report of Committee D-1, 288. 
viscosity 
results of collaborative tests (Holt). Report 
of Subcommittee IX, Committee D-1, 
Group 18, 297. 
weathering 
role of pigments of automotive paints 
(Twiss, Weeks, and Thomas), 1337 (R). 
Paint Brush-Knot 
fiber identification 
direct optical methods (Fullam and Hall- 
gren). Published in ASTM Bvt 
No. 224, Sept., 51 (TP171). 


Weeks, and 


Paper 
Report of Committee D-6, 332. 
Paperboard 
Report of Committee D-6, 332. 
Papers and Publications 
Report of Administrative Comm. on Papers’ 
and Publications, 73. 
Particle size 
Report of Committee E-1, 424. 
Petroleum 
activities of Committee D-2. 
ASTM But tetin, No. 220., Feb., 27. 
California oil story (Vesper). Published in 
ASTM Bu Ltetin, No. 220, Feb., 21. 
quality control laboratory (Duncan). Pub- 
lished in ASTM Buttetin, No. 219, Jan., 
40 (TP12). 
Symposium on Composition of Petroleum 
Oils. Summary of Proceedings of oer 
224, 1374: 
general methods and correlations 
adsorption and physical properties meth- 
ods (Stout, King, Peterkin, and Kurtz). 
molecular weight (Stross). 
solid saturated hydrocarbons (Rumberger 
and Dannenbrink). 
spectrometric and physical property 
methods (Hastings, Johnson, Lumpkin, 
and Williams). 
introduction (Klett). 
preface (Smith). 
separation 
API Project 6 on hydrocarbons in Cj; to 
C33 fraction (Mair and Rossini). 


Published in 


East Texas lubricating oil distillate 
(Orkin, Bendoraitis, Brown, and Wil- 
liams). 

introduction (Scovill). 
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selective adsorption 
Middle East gas oil, determination of 
paraffin, monocyclic, and dicyclic 
naphthene (Rampton). 
solution behavior patterns (Derr, Deal, 
and Pierotti). 
thermal diffusion technique 
high-boiling fractions (Jones). 
high-boiling oils) (Melpolder, Sauer, 
and Washall). 
spectroscopic methods 
infrared absorption (Hughes and Martin). 
introduction (Rosenbaum). 
mass spectrometry (Carlson and O’Neal). 
nuclear magnetic resonance 
characterization of hydrocarbons (Wil- 
liams). 
high molecular weight, intermolecular 
interactions (Zimmerman and Lasa- 
ter). 
Petroleum Products 
Report of Committee D-2, 301. 
Phase Nomenclature 
for metallic alloys 
(Report of Nomenclature Subcommittee 
of Committee E-4). Published in ASTM 
BuLLETIN, No 226, Dec., 27 (TP125); 
30 (TP218) (appendix). 
Phosphorus 
effect of 
on susceptibility to temper embrittlement 
of cast Cr-Mo-V steel (Chaberek and 
Zeno), 699. Disc., 713. 
Photographic Emulsions 
comparison of SA No. 2, 103-0, and 33 with 
SA No. 1. Report of Committee E-2 (ap- 
pendix), 442. 
Pigments 
bronzing (Twiss, Weeks, and Thomas), 1337 
(R). 
chalking (Twiss, Weeks, and Thomas), 1337 
(R). 
checking (Twiss, Weeks, and Thomas), 1337 
(R). 
Report of Committee D-1, 288. 
Pipe 
buried steel 
design and deflection control (Barnard), 
1233 (R). Disc., 1256. 
concrete 
Report of Committee C-13, 266. 
open-hearth and bessemer seamless — 
properties (Wilder and Benter), 731. 
Disc., 749. 
Pitch 


Report of Committee D-8, 339. 
Plastics 
accelerated fatigue (Lazar). Published in 
ASTM Bu tetin, No. 220, Feb., 67 (TP55); 
71 (TP59) (appendix). 
epoxy 
electrical and mechanical properties (Del- 
monte). Published in ASTM BULLETIN 
No. 224, Sept., 32 (TP152). 
glass-reinforced 
creep (Goldfein). Published in ASTM 


BuLLETIN, No. 225, Oct., 29 (TP179). 
(R). 

laboratory ovens 

gravity-convection and forced ventilation. 
Report of Committee E-1 (appendix), 
429, 
polyethylene 
low-temperature brittleness testing (Hoff 
and Turner). Published in ASTM BuLLeE- 
TIN, No. 225, Oct., 58 (TP208). 
polyvinyl chloride 
electrical formulations 
testing (Ashworth, Darby, Koerner, and 
Munch). Published in ASTM But 
TIN, No. 222, May, 38 (TP106). 
recommendations affecting standards. Re- 
port of Committee D-20 (appendix), 410. 
reinforced 
rupture and impact stress (Goldfein). 
Published in ASTM Buttetrn, No. 224, 
Sept., 36 (TP156). 

Report of Committee D-20, 404. 

Vicat softening point test (Stephenson and 
Willbourn). Published in ASTM Buttetin, 
No. 224, Sept., 28 (TP148). 

Plastic Replicas 
shadowed (Ross and Teague), Report of 
Committee E-4 (appendix), 527. 
Porcelain Enamel 
Report of Committee C-22, 286. 
Preservatives 

wood 
Report of Committee D-7, 335. 

President’s A##dress 

Our Expanding Technology and ASTM 
(Schatzel). Summary of Proceedings, 34. 
Published in ASTM Bvuttetin, No. 223, 
July, 53. 

Printed Circuits 

foil-clad laminates (Schlabach, Wright, 
Broyer, and Rider). Published in ASTM 
BuLLETIN, No. 222, May, 25 (TP93). 

Progress Report 
insulating materials 
thermal stability of varnished fabric, devel- 
opment of test methods. Published in 
ASTM Buttetin, No. 221, April, 74 
(TP82). 
Proposed Method 
aromatic hydrocarbons 
volume and weight calculation. Report of 
Committee D-16 (appendix), 378. 
asphaltic materials 
effect of heat and air. Report of Commit- 
tee D-4 (appendix), 328. 

building materials 

noncombustibility. Published in ASTM 
BULLETIN, No. 220, Feb., 33. 
lime 
calcium and magnesium oxides. Published 
in ASTM But etn, No. 220, Feb., 35. 
oxides in lime 
testing for calcium and magnesium. Pub- 
lished in ASTM Buttetin, No. 220, 
Feb., 35. 
spectrochemica] analysis 
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Proposed Method (continued) 
spectrochemical analysis (continued) 
nickel alloys 
powder d-c arc technique (cooperative 
tests). Report of Committee E-2 
(appendix), 436. 
Proposed Recommendations 
light metals and alloys 
Report of Committee B-7 (appendix), 183. 
Proposed Specifications 
laboratory ovens 
gravity-convection and forced ventilation. 
Report of Committee E-1 (appendix), 
429. 
structural granite 
Report of Committee C-18 (appendix), 278. 
Protective Coatings 
adhesion measurement 
by electronic averaging device (Roberts 
and Pizer). Published in ASTM Bvutte- 
TIN, No. 221, April, 53 (TP61). 
silicones (Cahn). Published in ASTM Butte- 
TIN, No. 222, May, 30 (TP98). Disc., 34 
(TP102). 
See Electrodeposited Coatings 
Protein Materials 
Report of Committee D-25, 421. 
Putty 
Report of Committee D-1, 288. 


Q 
Quick Lime 
Report of Committee C-7, 251 


R 


Radiation Effect 
on materials 
Symposium. Summary of Proceedings of 

STP 220, 1368: 

Battelle research reactor for radiation- 
effects studies (Chastain). 

effects of radiation on electronic com- 
ponents (Xavier, Rotariu, Nelson, 
Yefsky, and Walters). 

engineering effects of radiation on nu- 
clear fuels (Lustman). 

Hanford’s remote metallographic equip- 
ment (Morgan). 

measurement of electrical resistivity of 
radioactive metals (Boyd). 

organic materials as reactor coolant- 
moderators (Colichman and Gercke). 

radiation stability of hydrocarbon fuels 
(Carroll, Bolt, and Bert). 

radiation stability of 10 per cent by 
weight molybdenum-uranium fuel al- 
loys (Calkins, Leeser, Gates, Rough, 
and DelGrosso). 

standardization of techniques in radia- 
tion studies (Feldman and Fillnow). 

structural materials for nuclear power 
plants (Fleischmann). 

tension testing irradiated materials at 
Hanford (Kelly, Kaulitz, and Hue- 
schen). 


visual examinations and dimensional 
measurements at Hanford (Zimmer- 
man). 
Radioactive Materials 
corrosion and heat-treatment (Calkins, Whit- 
ney, and Lusk). Published in ASTM But- 
LETIN, No. 224, Sept., 25 (TP145). 
Railroad Industry 
standardization and _ research (Corbett), 
Published in ASTM Bvuttetin, No. 222, 
May, 14. 
Refractories 
Report of Committee C-8, 253. 
Research 
Report of Administrative Comm. on Re- 
search, 71. 
Rhenium Metal 
electrical resistivity and thermoelectric poten- 
tial (Gaines and Sims), 759 (R). Disc., 769. 
Road Materials 
Report of Committee D-4, 322. 
Report of Committee D-18, 392. 
Roof Surfaces 
bituminous, temperature of (Ballantyne and 
Spencer). Published in ASTM BuLtetiy, 
No. 223, July, 69 (TP135). 
Roofing Materials 
Report of Committee D-8, 339. 
Rosin 
Report of Committee D-17, 387. 
Rubber 
laboratory ovens 
gravity-convection and forced ventilation 
Report of Committee E-1 (appendix), 
429. 


latex 
new SBR numbers. Published in ASTM 
BuLLETIN, No. 224, Sept., 18. ; 
Report of Committee D-11, 349. 
synthetic 
standard samples. Published in ASTM 
BULLETIN, No. 220, Feb., 92. 
tape 
Report of Committee D-11, 349. 
use of specifications in buying (Stringfield). 
Published in ASTM Buttetrn, No. 220, 
Feb., 39 (TP27). Disc.,40(TP28). 


Sandwich Construction 
structural 
Report of Committee C-19, 280. 
Sheet Materials 
compression testing 
at elevated temperatures (Molander, 
Waldron, and Newland). Published in 
ASTM Bwttetinx, No. 225, Oct., 37 
(TP187). 
Sheet Metal 
Charpy impact testing 
laminated specimen (Arnold), 1273. 
Shipping Containers 
first 50 years of Committee D-10. Published 
in ASTM Buttetin, No. 220, Feb., 
Siding Materials 
Report of Committee D-8, 339. 
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ional Silicones Spectroscopy 
mer- protective coatings industry (Cahn). Pub- methods 
lished in ASTM Buttetin, No. 222, May, Symposium on Composition of Petroleum = 
30 (TP98). Disc.,34(TP102), Oils. Summary of Proceedings of STP 
hit- Soaps 1374: 
BUL- Report of Committee D-12, 357. q infrared absorption (Hughes and Martin). 
Soils introduction (Rosenbaum). 
earth loads and live loads - mass spectrometry (Carlson and O’Neal). | 
ett). design and deflection control of buried a nuclear magnetic resonance 
222, steel pipe (Barnard), 1233 (R). Disc. eo of hydrocarbons (Wil- | 
1256. iams). 
chemical grout high molecular weight, intermolecular | 
(Karol), 1219. Disc., 1229. interaction (Zimmerman and io-* 7 
permeability sater). 
Re- and the concept of a stationary boundary- structural group analyses by spectro- 
layer (Schmid), 1195 (R). Disc., 1211. metric and physical property method 
Report of Committee D-18, 392. (Hastings, Johnson, Lumpkin, and 
ten- Soil Removal Williams). : 
169, water-soluble Report of Committee E-2, 432. 
drycleaning (Fulton, Lloyd, Loibl, Moore, Report of Committee E-13, 559. 
and Reichard). Published in ASTM Standardization 
BULLETIN, No. 219, Jan., 50 (TP22). actions on standards, Published in ASTM 
Solder BULLETIN, No. 219, Jan., 12; No. 221, 
and Report of Committee B-2, 145. April, 21; No. 222, May, 7; No. 224, Sept., 
IN, Solvent Degreasing 6; No. 225, Oct., 15; No. 226, Dec., 6. 


(Kircher). Published in ASTM Bvt tetin, 
No. 219, Jan., 44 (TP16). (R). Disc., 49 
(TP21). 

Solvents 

Report of Committee D-1, 288. 

Sonic Testing 


copper and copper alloys 
Report of Committee B-5 (appendix), 155. 
electrical insulating materials 
Report of Committee D-9 (appendix), 346. 
Federal Government standard index changes. 
Published in ASTM Bvuttetin, No. 220, 


mechanical properties of solid materials Feb., 34. 
ion (Kesler and Chang). Published in ASTM light metals and alloys, cast and wrought 
x), BULLETIN, No. 225, Oct., 40 (TP190). (R). Report of Committee B-7 (appendix), 183. 
Sorptive Mineral Materials plastics ; 
new ASTM committee organized. Published Report of Committee D-20 (appendix), 
M in ASTM Bu ttetin, No. 222, April, 35. 410. . 
Specifications railroad industry. Published in ASTM BuLtE- _ 
sampling plans in ASTM specifications. Pub- TIN, No. 222, May, 14. 
a in ASTM BwLtetin, No. 223, July, Report of Administrative Comm. on Stand- 
M 47, ards, 66. 
drain tile (Miller), Published in ASTM But- steel 
LETIN, No. 221, April, 47. Report of Committee A-1 (appendix), 85. ai 
Spectrochemical Analysis textile materials 
1). determination of oxygen in metals (Fassel, Report of Committee D-13 (appendix), $64, 
0, Gordon, and Tabeling)—Summary of Pro- Steel - 
ceedings of STP 222, 987. AISI types 201 and 202, 
production and fabrication (Hinkle). Pub- 
for trace elements lished in ASTM Buttetin, No. 220, Feb 
Symposium. Summary of Proceedings of 47 (TP35). 
by means of graphite spark (Morris and bainite, pearlite and tempered martensite 
Pink). electron microstructure. Report of Com- 
? Norris). axial load properties (Muvdi, Sachs, an 
of oxygen (Fassell, Gordon, Klier), 655 (R). 
Tabeling). cast Cr-Mo-V 
materials 
eological (Murata). effect of phosphorus on suscepubility 
(Vallee). (Chaberek and Zeno), 699. 
in plants and soils (Schrenck). Geep rupture 
introduction (Timma). > 
d nickel alloys 
y . Report of Committee A-5, 96. 
powder d-c arc technique, proposed method. decarburized 4 
Report of Committee E-2 (appendix), fatigue behavior (Lipsitt and Horne), 58 
436. (R). Disc., 600. 
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Steel (continued) 
direct stress and bending fatigue relations 
(Sachs and Scheven), 667 (R). 
fatigue 
efiect of grinding conditions and residual 
stresses (Tarasov, Hyler, and Letner), 
601. Disc., 619. 
effects of hydrogen (Scheven, Sachs, and 
Tong), 682. 
hardened 
Geiger counter X-ray techniques for meas- 
uring stresses (Beu), 1282 (R). 
high strength 
static properties (Klier, Muvdi, and Sachs), 
715 (R). Disc., 728. 
Report of Committee A-1, 81. 
sheets 
Report of Committee A-5, 96. 
stainless 
cyclic strain fatigue (Baldwin, Sokol, and 
Coffin), 567 (R). Disc., 581. 
stress-corrosion cracking (Dana). Published 
in ASTM But etin, No. 225, Oct., 46 
(TP196). Disc., 52 (TP202). 
stress in torsion 
strength and fatigue life (Hendrickson). 
Published in ASTM BuLtetin, No. 224, 
Sept., 40 (TP160). 
standardization 
Report of Committee A-1 (appendix), 85. 
static yield strength 
effect of vibrations (Nevill and Brotzen), 
751 (R). 
Stone 
building 
Report of Committee C-18, 277. 
Strain-Hardening Characteristics 
torsion testing (Fields and Backhofen), 1259. 
Disc., 1272. 
Strain Rate Effect 
machine with instantaneous speed change 
(Manjoine, Wessel, and Pryle). Published 
in ASTM Buttetin, No. 226, Dec., 31 
(TP219). (R). Disc., 35 (TP223). 
Strength of Materials 
necessity of research (Zaustin). 
ASTM BvuLLETIN, No. 
(TP240). (R). 
Stress Measuring 
Geiger counter X-ray techniques for hardened 
steels (Beu), 1282 (R). 
Strontium Oxide 
in portland cements (Bean). 
ASTM BUwLLETIN, No. 
(TP162) 


Published in 
226, Dec., 52 


Published in 
224, Sept., 42 


T 


Tar 
Report of Committee D-4, 322. 
Report of Committee D-8, 339. 
Temperature Effect 
cold rolling and heat treatment effect 
on properties of beryllium 
(Richards and Murakawa), 791 (R). 
notch rupture life 


influence of notch preparation and eccen- 


SUBJECT 


copper strip 


INDEX 


tricity of loading (Jones, Shannon, and 
Brown), 833 (R). Disc., 850. 
Report of Committee B-4, 149. 
Report of Joint Committee on 
Temperature, 223. 
thermal shock testing 
high temperature alloys (Lampson, Tsarefi, 
and Green), 965. 
Testing Machines 
Report of Committee E-1, 424. 
strain rate effect 
with instantaneous speed shanges (Man- 
joine, Wessel, and Pryle). Published in 
ASTM Buttetix, No. 226, Dec., 31 
(TP219). (R). Disc., 35 (TP223). 
Symposium on Large Fatigue Testing Ma- 
chines and Their Results. Summary of 
Proceedings of STP 216, 698: 
airframe structural components (Foster). 
a unique machine (Cordiano). 
determination of dynamical loading (Seren 
sen and Garf). 
fretting corrosion of large shafts as in- 
fluenced by surface treatments (Horger 
and Neifert). 
introduction (Lessells). 
laboratory and service tests of marine 
shafting (Bunyan). 
large alloy steel shafts (Eaton). 
propulsion shafting design of U. S. Navy 
ships (Michel). 
sudden fracture of machine parts and 
structural elements (Uzhik, Galperin, 
and Zooykova). 
torsion testing of axle shafts (Eckert). 
tension 
at constant strain rates (Strella). Pub- 
lished in ASTM BuLLetIn, No. 219, 
Jan., 29 (TP1). 
Testing Methods 
for small groups of specimens (Schuette), 
1304. Disc., 1317. 
Textile 
impact-absorbing capacity of yarn (Smith, 
McCrackin, and Schiefer). Published in 
ASTM Bu. No. 220, Feb., 52 (TP49); 
56 (TP44) (appendix). 
Textile Materials 
fabrics 
Report of Committee D-13, 362. 
fiber 
Report of Committee D-13, 362. 
recommendations affecting standards 
Report of Committee D-13 (appendix), 364. 
Thermal Conductivity 
Symposium on Thermal Conductivity Meas- 
urements and Applications of Thermal 
Insulations. Summary of Proceedings of 
the Philadelphia Spring Meeting, STP 
217, 33: 
guarded hot plate 
automatic controls (Zabawsky). 
errors due to edge heat loss (Woodside). 
errors due to guard ring unbalances 
(Woodside and Wilson). 
_ insulation containing moisture (Joy). 
introduction (Robinson). 
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testing underground piping (D’Eustachio). 
use of envelope type cold plates (Gilbo). 
Thermal Insulating Materials 
Report of Committee C-16, 274. 
Thermal Shock 
resistance of high temperature alloys (Mus- 
catell, Reynolds, Dyrkacz, and Dalheim), 
947. Disc., 963. 
testing 
high temperature alloys (Lampson, Tsareff, 
and Green), 965. 
of glass cloth laminates (Beno, Dowell, and 
Smith). Published in ASTM Bw ttetin, 
No. 225, Oct., 25 (TP175). Disc., 28 
(TP178). 
Thermoelectric Potential 
and electrical resistivity of rhenium metal 
(Gaines and Sims), 759 (R). Disc., 769. 
Thermometers 
Report of Committee E-1, 424. 
Thermostatic Metals 
Report of Committee B-4, 149. 
Tile 
clay 
Report of Committee C-15, 272. 
drain 
Report of Committee C-15, 272 
Timber 
Report of Committee D-7, 335. 
Titanium 
alloy RC 130B 
fretting fatigue strength (Liu, Corten, 
and Sinclair), 623 (R). Disc., 642. 
precipitation-hardening alloys 
effect of cerium on heat treat response 
(Hiltz and Grant), 808 (R). 
Report of Committee B-2, 145. 
Titanium Alloy 
with 8 per cent manganese 
electron microscopy 
Report of Committee E-4 (appendix), 454. 
Trace Elements 
Symposium on Spectrochemical Analysis for 
Trace Elements. Summary of Proceed- 
ings of STP 221, 1367: 
by means of graphite spark (Morris and 


Pink). 
determination in metals 
(Norris). 
- oxygen (Fassell, Gordon, and Tabe- 
ing). 


in materials 
geological (Murata). 
medical and biological (Vallee). 
in plants and soils (Schrenck). 
introduction (Timma). 
Transformer Oil 
Report of Committee D-9, 341. 
Tungsten 
tension and creep at elevated temperatures 
(Pugh), 906. Disc., 916. 


U 


Ultrasonic Testing 7 
of aluminum alloys (Fink). Published in 
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ASTM BvwLLeTIN, No. 226, Dec., 36 (TP-- 
224). Disc., 41 (TP229). 
Unhydrated Magnesia > 
determination 
in dolimitic lime hydrates (Trattner). Pub- 
in ASTM BwLtetin, No. 225, Oct. 
(TP203). 
Unsolv Published in ASTM 
TIN, No. 225, Oct., 21. 


Vv 


Vapor Barriers 
Report of Committee C-16, 274. 
Varnishes 
insulating 
Report of Committee D-9, 341. 
Report of Committee D-1, 288. ee 
Report of Subcommittee IX, Committee D-1 
(appendix) (Holt), 297. 
Viscosity 
Report of Subcommittee IX, Committee D-1_ 
(appendix) (Holt), 297. ‘ 


Ww 


Water 
Report of Committee D-19, 396. 
Symposium on Determination of Dissolved 
Oxygen in Water. Summary of Proceed- 
ings of STP 219, 1369: 
a Cambridge analyzer (Grabowski). 
Hartmann and Braun recorder for boiler | 


feedwater (Ristaino and Dominick). 
methods of testing in high purity water 
(Stoffer). 
polarographic measurement (Eckenfelder, 
Jr. and Burris). 
the Beckman analyzer (Finnegan and 
Tucker). 
Waterproofing 
Report of Committee D-8, 339. 
Wax 
Report of Committee D-2, 301. 
Report of Committee D-21, 413. 
Symposium on Wax. Summary of Proceed- 
ings, 1370: 
crystal structure-relationship to water va- 
por transmission rate of films (Fox). 
effect of refining conditions on quality 
(Murphey and Chandler, Jr.). 
effect of solid petroleum hydrocarbons on 
properties (Edwards). 
microcrystalline (Ridenour, Spilners, and 
Templin). 
oxidation rates and paper-making materials 
(Rumberger). 
paraffin relation between composition and 
blocking temperature (Arabian). 
polyethylene blends (Brown, Turner, and 
Smith). 
staining tendency (Phillips). 
waxed papers (Hughes and Walker). 
Weathering Tests 
automotive paints (Twiss, 
Thomas), 1337 (R). 
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Whitewares 
Report of Committee C-21, 284. 
Wire 
Report of Committee A-5, 96. 
Wire Products 
atmospheric exposure 
Report of Subcommittee XV, Committee 
A-5, 99. 
Wire Testing 
Report of Committee A-5, 96. fr) 
Wood 
Report of Committee D-7,-335. 
Wood Poles 
for communication lines 
(Lumsden). Published in ASTM Bwutte- 
TIN No. 222, May, 19 (TP87). (R). 
Disc., 24 (TP92). 
research program. Published in ASTM Butte- 
TIN, No. 224, Sept., 16. 


X-ray a 
Geiger counter techniques for measuri 
stresses in hardened steels (Beu), 1282 (R). 


See Nondestructive Testing __ F 

See Nuclear Energy 
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Yarns 4 


Report of Committee D-13, 362. 
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Zinc 
Report of Committee B-2, 145. 
Report of Committee B-6, 170. 


1408 
a 
= 
> 
| 
_ 
= 
+: 
o> 
4 
4 
. 
pa 


